
  

  THIS MATERIAL CONTAINS PROPRIETARY DATA BELONGING TO ZODIAC MILPRO INTERNATIONAL. UNAUTHORIZED DISCLOSURE, USE OR REPRODUCTION  
  WILL RESULT IN LIABILITY. ZODIAC MILPRO INTERNATIONAL RESERVES THE RIGHT TO CHANGE THE SPECIFICATIONS OF THIS TECHNICAL DATA SHEET WITHOUT NOTICE  
  Dimensions and weight + or - 3 % (5% on prototype)  

 
 

  

 SR-4.0 SR-4.7 SR-5.4
max. number 

of person 6 8 10 

max. payload 580 kg 1280 lb 815 kg  1797 lb 920 kg  2028 lb 

overall lenght 4,15 m 13’ 6’’ 4,74 m 15’ 6’’ 5,51 m 18’ 1’’ 

overall width 1,82 m 6’ 2,03 m 6’ 7’’ 2,03 m 6’ 6’’ 

weight empty 160 kg 353 lb 250 kg 551 lb 320 kg 705 lb 

shaft lenght long – 20’’ long – 20’’ long – 20’’ 

max. power 50 hp 38 kW 70 hp 
2 x 30 hp 

53 kW 
2 x 23 kW 

90 hp 
2 x 40 hp 

67 kW 
2 x 30 kW 

max. engine 
weight 90 kg 198 lb 130 kg 

2 x 65 kg 
287 lb 

2 x 144 lb 
155 kg 

2 x 77 kg 
342 lb 

2 x 170 lb 

fabric 1100 dtx 
CSM / neoprene 

1670 dtx 
CSM / neoprene 

1670 dtx 
CSM / neoprene 

 SR-6.3 SR-5.4 IO SR-6.3 DJ
max. number 

of person 15 6 10 

max. payload 1450 kg 3196 lb 450 kg  992 lb 845kg  1862 lb 

overall lenght 6,42 m 21’ 1’’ 5,51 m 18’ 1’’ 6,42 m 21’ 1’’ 

overall width 2,34 m 7’ 7” 2,03 m 6’ 6’’ 2,34 m 7’ 7’’ 

weight empty 680 kg 1500 lb 800 kg 1764 lb 1390 kg 3064 lb 

shaft lenght twin long  – 20” 

included inboard engine  
Yanmar Alpha 1 Leg 

110 hp – 83 kW 

included inboard engine 
Yanmar 4LHA STD 
240 hp – 180 kW 
Hamilton 213 Jet 

max. power 2 x 90 hp 2 x 67 kW 

max. engine 
weight 2 x 175 kg 2 x 770 lb 

fabric 1670 dtx 
CSM / neoprene 

1670 dtx 
CSM / neoprene 

1670 dtx 
CSM / neoprene 

 SeaRider 

Worlds toughest sea rib  
 

The SeaRider has been proven in operation use 
around the world, by both military and professional 
operators; with its unique water ballast system and 
deep “V” hull, giving the craft exceptional sea 
keeping capabilities, yet still offering high 
performance and manoeuvrability in the heaviest 
of seas. 

The Zodiac Milpro SeaRider can be ship 
launched, and if required, self righting equipment, 
and inboard variants can be supplied on certain 
models. 

Zodiac Milpro has been at the forefront of the 
design and development of RIBs since its onset.  
 

 

Sea rib  

- Water 
Ballast 

- Heavy 
Fabric 

- Inboard 
Versions
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Zodiac Milpro fabric competitor’s fabric 

C
S

M
 

 

Seating Configurations 
 

Layout 

Aft Frame  
Configurations 

 

Layout 

Console Configurations 
 

Layout 

Zodiac Milpro 
CSM / Neoprene Fabric 

 

Resistance 

Large Rubbing Stake 
 

Resistance 

Linfting and 
Towing Points 

 

Maneuver 

Inboard / Outboard 
Engine Configuration 

 

Flexibility 

AIR
WATER

Hull Integrated Water Ballast 
 

Performance 


