
  

  THIS MATERIAL CONTAINS PROPRIETARY DATA BELONGING TO ZODIAC MILPRO INTERNATIONAL. UNAUTHORIZED DISCLOSURE, USE OR REPRODUCTION  
  WILL RESULT IN LIABILITY. ZODIAC MILPRO INTERNATIONAL RESERVES THE RIGHT TO CHANGE THE SPECIFICATIONS OF THIS TECHNICAL DATA SHEET WITHOUT NOTICE  
  Dimensions and weight + or - 3 % (5% on prototype)  

 
 

  

 SRA-750 
SRA-750 
D-shape 

max. number of 
person 16 16 

max. payload 2670 kg 5886 lb 2670 kg 5886 lb 

overall lenght 7,36 m 24’ 2’’ 6,77 m 22’ 3’’ 

overall width 2,76 m 9’ 1’’ 2,76 m 9’ 1’’ 

weight empty 978 kg 2156 lb 1060 kg 2337 lb 

shaft lenght single XL – 25’’ 
twin long  – 20” 

single XL – 25’’ 
twin long  – 20” 

max. power 250 hp 
2 x 150 hp 

186 kW 
2 x 112 kW

250 hp 
2 x 150 hp 

186 kW 
2 x 112 kW 

max. engine 
weight 

288 kg 
2 x 231 kg

635 lb 
2 x 509 lb 

288 kg 
2 x 231 kg 

635 lb 
2 x 509 lb 

fabric 1670 dtx 
CSM / neoprene 

1670 dtx 
CSM / neoprene 

hull storage 
dimensions 

6,51 x 2,2 x 1,21 m3 
21' 4" x 7' 3" x 3’ 12” 

6,51 x 2,2 x 1,65 m3 
21' 4" x 7' 3" x 5’ 5” 

 SRA-750 IO 
SRA-750 IO 

D-SHAPE 
max. number of 

person 16 16 

max. payload 2028 kg  4471 lb 2028 kg 4471 lb 

overall lenght 7,36 m 24’ 2’’ 6,77 m 22’ 3’’ 

overall width 2,76 m 9’ 1’’ 2,76 m 9’ 1’’ 

weight empty 943 kg 2079 lb 1040 kg 2293 lb 

max. power 300 hp 224 kW 300 hp 224 kW 

max. engine 
weight 541 kg 1193 lb 541 kg 1193 lb 

fabric 1670 dtx 
CSM / neoprene 

1670 dtx 
CSM / neoprene 

hull storage 
dimensions 

6,51 x 2,2 x 1,21 m3 
21' 4" x 7' 3" x 3’ 12” 

6,51 x 2,2 x 1,65 m3 
21' 4" x 7' 3" x 5’ 5” 

SRA boats are also approved for design category B 
(see technical datasheet or more details). 

- Aluminium 
Hull 

- Slide-on 
Collar 

- D-shape 
Collar 

- Rapid 
Access 

Door 

 SRa 

Strength and modular 
 
Zodiac Milpro’s SEA RIB® ALUMINIUM are built for 
demanding professional and military users and 
designed to be strong and reliable. 

SRA-750 feature D-SHAPE collar technology, 
increasing the useable deck area, or it can be 
fitted with a standard round collar. The collar is 
readily removable to provide easy maintenance. 

The SRA-750 aluminium deck integrates deck 
tracks, allowing rapid re-configuration to suit the 
mission. 

It is fully versatile and capable multi-role boat that 
is ease in all sea conditions. 
 

 

Sea rib  Aluminium  
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Zodiac Milpro fabric competitor’s fabric 
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Intercommunication / 
Inflation Valves 

 

Safety / Inflation 

Self-Draining Deck 
 

Safety Deck Access 
Hatches 

 

Easy Maintenance 

Slide-on collar
 

Easy Maintenance  

Aft Frame and Roll-Bar 
Configurations 

 

Layout 

Bow and Tow Post 
 

Maneuver  

Integrated 
Fuel Tank 

 

Navigation Range 

Zodiac Milpro 
CSM / Neoprene Fabric 

 

Resistance 

Layout Deck Tracks 
 

Modularity / Flexibility 

Aluminium Hull 
 

Resistance 

Diver Door 
 

Accessibility  

D-SHAPE collar 
 

Useable Deck Area 
Optimization 


